SELECT SERIES

TRACK"S30

BREATHALYZER

TRACKS BLOOD ALCOHOL CONTENT
IN SECONDS

THE BACTRACK SELECT S30
BREATHALYZER USES ADVANCED
SEMICONDUCTOR TECHNOLOGY TO
EASILY ESTIMATE BLOOD ALCOHOL
CONTENT

The BACTRACK Select S30 is an extremely portable
breath alcohol tester. Simply blow into the sensor
and an estimate of BAC (Blood Alcohol Content) is
displayed in seconds.

Breath samples can be taken
with or without a replaceable,
hygienic mouthpiece.

Only 4 inches tall and less than one inch thick!
Can be used with or without mouthpiece.

Uses MicroCheck™ technology to easily
estimate BAC.

. . Crisp 3 digit multifunction
Advanced features, simple handheld design. dispiay and alerts,
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S30

SELECT TRACKS BLOOD ALCOHOL CONTENT IN SECONDS

The BACTRACK S30 — Compact
Design with Advanced Features.
Perfect for Those On The Go.

The BACTRACK Select S30 is a handheld, %BAC
battery-operated breathalyzer that quickly and @D
easily screens for the presence of alcohol. Every G
test provides a BAC estimate using advanced
alcohol sensing technology.

Dimensions................... 1.33 x4.05 x 0.98 inches
(3.4x10.3x25cm)
Weight ...l 1.87 0z (53 grams)
with mouthpiece and batteries
Sensor Technology............ Advanced semiconductor
Detection Range.............. 0.00 - 0.40 %BAC A Bfeath Infcake Area - Versatile dgsgn allows q.UICk use
with or without replaceable, hygienic mouthpieces.
MOUthpieceS ................. 2 inC|Uded -------------------------------------------------
TestCount.......cocvvvvnennn. Displays total number
of tests performed B Crisp 3 digit multifunction display - Easy to read test
. . results and alerts.
Power Supply................. Two AAA alkaline batteries,
included ................................................ .
Battery Life ................... Approximately 200~300 times C One Button Operation - Simply turn it on and begin
WarmUpTime................ 10-20 seconds testing in seconds.
ResponseTime. ............... seeconds | R PP PR RRRE
Sensor ACCUracy .............. +/-0.01 %BAC @ 0.02 %BAC D Compact size and sleek design - Easily fits into a
Operating Temperature ....... 50-104 °F (10-40 °C) pocket or purse for on the go lifestyles.
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